PHRF-NB APPLICATION INSTRUCTIONS 2006

D ON

For renewasl applications, all data will be prefilled in, in accordance with the previous year's application. As it is your responsibility to
ensure the data is current, please review and mark-up with any corrections or changes.

For new applications, please fill in the form as completely as possible, in accordance with the procedure outlined below. Please enter
all data legibly. All boat measurements and sail dimensions are to be entered in feet and tenths of feet (i.e. no inches), and pounds.

All applicants: pay particular attention to the instructions regarding modifications. 1f you do not report modifications or changes, you
can be protested and disqualified.

ADMINL IVE DATA
« NAME, ADDRESS, PHONE NUMBERS, affiliated Yacht e DESIGNER: Yacht designer
Club or Sailing Association. « MFCTR: Yacht manufacturer
+ EMAIL: If would like email from PHRF-NB e DATE MFD: Date of manufacture or model year, if known.
* YACHT NAME: name of boat, e.g. "Clara". » OTHER RATINGS: Indicate a PHRF rating received from

* MODEL: e.g. C&C 35 MK II; for a custom boat (designer):
CTM Farr 45",

* SAIL #: number displayed on your sails.

» HULL SERIAL #: indicate hull serial number.

another area, e.g. NE-PHRF: 72; IMS GP: 622. For new or
custom designs, this information is especially helpful to the
committee,

BOAT MEAS MENTS

MUST BE FILLED IN! Dimensions can be measured or can be obtained from the manufacturer’s brochure/specifications, or IMS
certificate. If in doubt, measure! If standard information (such as I, J, P, SPL, or displacement) is not provided to the committee, the
committee may assume the standard dimensions for the boat being rated, if possible. It is the boat owner's responsibility to verify this
information. The committee assumes no responsibility if the rating is successfully protested on the basis that the standard

dimensions used by the committee do not match your boat.

I: Height of foretriangle. Measured
from deck sheer line abeam the mast to
the point of masthead/forestay
intersection.

I Distance from foreside of mast
to the point of intersection of the
forestay with the deck.

P:  Distance from the upper edge of
boom (lower black mast band) to the
lower edge of upper black band.

E:  Distance from aft side of mast to
inboard edge of black band on boom.
SPL: Record the spinnaker pole
length (if one is to be used) in this box.
Record the bowsprit length (if one is to
be used) under comments. The
spinnaker pole length is measured from
centerline of mast to the extreme
outboard end of the fitting with the
spinnaker pole in its mast fitting and

set in a horizontal position. The *

bowsprit length is measured from

centerline of mast to the extreme
outhoard end of the fitting with the
bowsprit fully extended. .

ISP: Height of the spinnaker halyard =
measured from deck sheer line abeam

the mast to the point of the spinnaker
halyard exit from the mast.

WSS:  Wetted Surface — see Note
below.

MASTHEAD/FRACTIONAL: Check
appropriate box. * RIG TYPE: Indicate
whether your yacht is a sloop, cutter,
ketch, yawl, or whatever.

LOA: Overall length of hull.

LWL: Length of waterline.

DRAFT: Draft of  hull For
centerboard yachts, report "board up"
& "board down" draft, i.e. 36"
BEAM: Maximum beam of yacht.
DISPLACEMENT: Displacement of
yacht, in pounds, without crew, water,
fuel, or stores aboard.

KEEL WT: Weight of keel in
pounds.

KEEL MATL: Type of material, e.g.
Lead, Steel, or Iron.







